
THE KENSINGTON COACH BUILT PRAM

I M P O R T A N T :  K E E P  F O R  F U T U R E  R E F E R E N C E
Please read these instructions carefully before using new pram.

Keep them in a safe place so that you may use them in the future.
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When your pram is first purchased, the body, chassis and wheels are packed separately. 
Remove all packaging before putting the pram together. 
This pram has not been designed for use as a carrycot/pram. It should only be folded for
transportation or storage.

F ITT ING THE WHEELS

Always check that the parking device is in the OFF position before trying to fit the wheels
or the parking device wire will be damaged.

Lift the lever ‘A’ of the parking device so that it is the OFF position.

A

B C

Turn the chassis on its side. Pull out the metal tab ‘B’ on the wheel and slide it onto the
wheel axle ‘C’.
Lift the wheel until the metal tab ‘B’ clicks into place. The wheel should be held firmly in
position.
Repeat for the other three wheels.
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UNFOLDING THE CHASSIS

ATTACHING THE PRAM BODY TO THE CHASSIS

Stand the chassis on its wheels.
Ensure the metal ring ‘E’ is clear of the safety catch ‘F’. Pull the handle ‘D’ up and back
towards you until it clicks into place.
Slide the metal rings ‘E’ over the metal frame.

NEVER try to attach the body of the pram to the chassis with the child inside. It is
recommended that two people lift the pram into position.

Check that the parking device is in the
ON position (see Parking Device).
Check that the metal clips ‘G’ are in the
open position as shown.

Lift the pram body ‘H’ by the carrying
handles ‘J’ and lower it onto the chassis.
Check that the body locates with the
metal clips ‘G’ on both sides.

D

G
G H

J

E

F

Kensington_English NEW  25/6/03  3:55 pm  Page 3



ATTACHING THE PRAM BODY TO THE CHASSIS  (continued)

THE BACKREST

Close the metal clips ‘G’ as shown.

Check that the body is fastened securely on the chassis before placing your child inside.

NEVER leave the pram body on the chassis without fastening the clips.

Place your child in the pram and fasten
the safety harness. (see Safety Harness).

The backrest ‘K’ may be fixed in either the
lying or sitting position.

Always check that the backrest support is
placed firmly against the stops ‘L’.
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THE SAFETY HARNESS

THE HOOD AND APRON

To open the hood, push down on the levers ‘J’.

Fit the apron around the contour of the pram body and fasten the press studs on either side
of the pram. To hold the storm flap in place, loop the metal fastener ‘O’ over the nut ‘P’
on either side of the hood.

Adjust the harness to fit the child
comfortably but securely.

Attach the safety harness to the metal
loops ‘M’ on the inside of the pram.

Ensure that the opening clasp is at
the rear of the child.

Adjust the harness so that the child cannot
stand or the child may fall from the pram.

Please remember that a safety
harness is not a substitute for adult
supervision of a child or young
baby.

CAUTION – Be sure that all parts of the child’s body and clothing are clear
of any moving parts of the pram.

M

J O

P

Kensington_English NEW  25/6/03  3:55 pm  Page 5




